












21 tinuS01 tinuS8 tinuSediw 7 tinuS6 tinuSi-DCL tinuSerutaeF

Type SDVL TFT "1,21SDVL TFT "4,01SDVL TFT "4,8SDVL TFT ediW "0,7SDVL TFT "3,6DCL "3,2

Resolution 120 x 65 Pixels XGA 1024x768 Wide (16:9) WVGA 800x480 SVGA 800x600 SVGA 800x600 / XGA 1024x768 XGA 1024x768

Colors sroloc 000 262sroloc 000 262sroloc 000 262sroloc 000 262sroloc 000 262W/B

Comments Wide range / High brightness Wide range / High brightness Wide range / High brightness Wide range / High brightness Wide range / High brightness

Weight gk 8,1gk 3,1gk 1,1gk 6,0gk 5,0gk 1,0

Dimensions 86 x 58 x 18/32 mm 168 x 128 x 32 mm 183,2 x 116,3 x 27/37 mm 212 x 181 x 29/47 mm 252 x 215 x 27/43 mm 290 x 240 x 29/45 mm

Suitable Vehicle CPU Sunit d / Sunit c Sunit d / Sunit c Sunit d / Sunit c Sunit d / Sunit c Sunit d / Sunit c Sunit d / Sunit c

Data Communication CAN SAE J 1939 Full Digital Interface Full Digital Interface Full Digital Interface Full Digital Interface Full Digital Interface

User Interface Resistive touch screen Resistive touch screen Resistive touch screen Resistive touch screen Resistive touch screen

Connectivity Adapter: IR-in or Sunit AKU KB Adapter: IR-in or Sunit AKU KB RJ11 for Sunit AKU KB RJ11 for Sunit AKU KB RJ11 for Sunit AKU KB

Brightness Adjustment Default / Remote via CAN Automatic Automatic Automatic Automatic Automatic

Cables m 0,6 / m 0,4 / m 5,1m 0,6 / m 0,4 / m 5,1m 0,6 / m 0,4 / m 5,1m 0,3 + m 4,3 / m 6,0m 0,5 / m 0,3 / m 5,1m 0,5

Loudspeaker rekaeps mho-8 / W 0,1 lanretnirekaeps mho-8 / W 0,1 lanretnIrekaeps mho-8 / W 0,1 lanretnI———

Shock IEC 68-2-14 Nb IEC 68-2-14 Nb IEC 68-2-14 Nb IEC 68-2-14 Nb IEC 68-2-14 Nb IEC 68-2-14 Nb

Vibration IEC 68-2-64 IEC 68-2-64 IEC 68-2-64 IEC 68-2-64 IEC 68-2-64 IEC 68-2-64

ESD IEC 61000-4-2:1995, level 4 15kV IEC 61000-4-2:1995, level 4 15kV IEC 61000-4-2:1995, level 4 15kV IEC 61000-4-2:1995, level 4 15kV IEC 61000-4-2:1995, level 4 15kV IEC 61000-4-2:1995, level 4 15kV

EMC 2004/104/EC 2004/104/EC 2004/104/EC 2004/104/EC 2004/104/EC 2004/104/EC

Dry Heat IEC 68-2-2 Bc IEC 68-2-2 Bc IEC 68-2-2 Bc IEC 68-2-2 Bc IEC 68-2-2 Bc IEC 68-2-2 Bc

Cold IEC 68-2-1 Aa IEC 68-2-1 Aa IEC 68-2-1 Aa IEC 68-2-1 Aa IEC 68-2-1 Aa IEC 68-2-1 Aa

Humidity 5–95% non condensing 5–95% non condensing 5–95% non condensing 5–95% non condensing 5–95% non condensing 5–95% non condensing

Power Moding Vehicle std / 32 bit processor Vehicle std / 16 bit processor Vehicle std / 8 bit processor Vehicle std / 16 bit processor Vehicle std / 16 bit processor Vehicle std / 16 bit processor

Housing Plastic housing Plastic housing Plastic housing Plastic housing Plastic housing Plastic housing

Operating temp. –40 °C to +70 °C –40 °C to + 70 °C –40 °C to + 70 °C –40 °C to + 70 °C –40 °C to + 70 °C –40 °C to + 70 °C
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